
Pallet Depth 
(Ex: 48") 

PALLET RACK 	 Pallet Rack is the most popular and the most versatile type of storage for large single items or palletized/boxed 
loads.This guide provides basic information needed to select pallet rack. However, before selecting any racking 

SELECTION GUIDE 	please check local ordinances, codes, and seismic requirements. Please call for more assistance. 
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n  Determine the size of your pallet to be stored. 
Example: 42"Wx48Dx61-1. 

Ei  Determine the overall load WxDxH. For the overall 
height, add the load and pallet heights together. 
Example: load height 42" + pallet height 6" = 
48" overall height. Overall load: 42"Wx48"Dx48"H. 

El Beam Width. Determine the width of your pallet/load and allow a minimum of 
4" between the upright frame and the load and a minimum of 4" between loads. 
Example: to store (2) 421N loads. 4 + 42 + 4 + 42 + 4 = 96" wide beam. 

Beam Capacity. Multiply the weight of the pallet and load by the number of 
pallets per level. Example: two pallets with a weight of 2500 lbs. each per level. 
2500 lbs. x 2 pallets per level = 5000 lb. beam capacity minimum req uirement. 

4 Upright Frame Depth. The depth of the upright frames should be your pallet 
depth (48") minus 6" (3" overhang in the front and 3" overhang in the back). 
Example: 48' - 6" = 42" deep upright frame. 

13 Upright Frame Height. Determine the overall load height. Add a minimum of 6" 
clearance between top of load and next level of beams. Add the beam height and 
multiply total by the amount of upper levels required. (do not count floor level). 
Example (4 shelf levels): 48"H + 6" (for clearance) + 5" (beam height) = 59". 3 upper 
levels x 59 = 177" high upright frame requirement. 

Accessory & Component Guide 

II Upright Frame: Vertical structural support for racking system. 

3 Beam: Horizontal steel supports that tie upright frames together 
and hold the load. 

Skid Support: Supports items smaller then the unit depth. 

3 Wire Decking: Turns area between beams into useable shelving 
space. Mesh promotes air flow and eases inventory checks. 

io Spacers: 
Row: Connects and spaces two rows of rack back-to-back. 
Wall: Connects racks to wall for additional stability. 

6 Shim: Levels upright frames on slopes or uneven surfaces to 
ensure uniform heights. 

13 Upright Frame Protector: Protects upright frames from 
damaging impact from material handling equipment. 
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Upright Frames 

w  r 
InterRack-30' 
Pallet Racks 
• All-welded 
• Upright frame capacities from 

30,600 to 39,700 lbs. 
• Piston (pull-pin) lock for secure 

beam attachment 
One of the strongest and most 
flexible racking systems on the 
market today. Innovative beam 
features a patented column- 
shaped stud and keyhole that 
increase rigidity and reduce 
stress at the connection. Teardrop 
keyhole beam connection. 
upnym IFdlIIS IdLUI d 

combination of narrow keyholes (punched every 2") 
and offset rectangular holes allowing beam to seat 
automatically into column, locking securely in place. 
High-strength steel columns have 55,000 psi min. yield 
strength. Welds are made to AWS standards to ensure 
strength and long product life. Hardbaked enamel 
finish is corrosion and scratch resistant and meets or 
exceeds all environmental regulations. Made in USA. 
SELECTED MODELS IN STOCK. 

Upright frames are 
securely welded for 
maximum rigidity. 
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Components: 

Upright Frames. 30,600-39,700-Lb. capacity 3x3" frames 

Frame 
DxH 

30,600-LB. MAX. CAR 35,200-LB. MAX. CAR 39,700-LB. MAX. CAR 
Stock No. Stock No. Stock No. 

36x72" 5721101-U — 5752301-U 
42x72" 5722501-U 5747301-U 5752401-U 
48x72" 5722601-U 5747401-U 5752501-U 
36x96" 5722701-U 5747501-U 5752601-U 
42x96" 5722801-U 5747601-U 5752701-U 
48x96" 5722901-U 5747701-U 5752801-U 
36x120" 5723001-U 5747801-U 5752901-U 
42x120" 5723101-U 5747901-U 

5751301-U 
5753001-U 
5753101-U 48x120" 5723201-U 

36x144" 5723301-U 5751401-U 5753201-U 
42x144" 5723501-U 5751501-U 5753301-U 
48x144" 5723801-U 5751601-U 5753401-U 
36x168" 5723901-U 5753501-U 
42x168" 5724701-U 5751801-U 5753601-U 
48x168" 5725301-U 5751901-U 5753701-U 
36x192" 5725401-U 5752001-U 5753801-U 
42x192" 5726601-U 5752101-U 5753901-U 
48x192" 5727601-U 5752201-U 5754001-U 
32x216" 5729301-U 5731501-U 5731801-U 
42x216" 5729401-U 5731601-U 5740401-U 
48x216" 5729501-U 5731701-U 5741801-U 
42x240" 5742601-U 5742801-U 5743001-U 
48x240" 5742701-U 5742901-U 5743101-U 

NOTE: All capacities are based on 48" beam spacing and meet RMI-97 standards. 

Slotted Beams. 14-Gauge beams with 1'h." step height.Two per level required. 

Beam 
LxH 

Cap. Lbs. 
per Pair 

Stock 
Number 

48x32'h," 7770 5742000-U 
60x4" 7160 5742100-U 
96x4" 5030 5743300-U 

96x4'h" 6036 3064000-V 
96x5" 7061 3064100-V 

96x5%" 8367 3064200-V 
108x4" 4040 5743600-U 
108x5" 6324 3064300-V 

108x5' 5/." 7485 3064400-V 

Beam 
LxH 

Cap. Lbs. 
per Pair 

Stock 
Number 

120x4" 3330 5743900-U 
120x5" 5630 5744000-U 

120x5/,3" 6779 3064500-V 
120x5 5A," 7480 5744100-U 
144x4'h" 3080 5744200-U 
144x5" 4020 5744300-U 

144x5' 5A," 5970 5744400-U 



Accessories 

Flanged Skid Supports 
For slotted or solid beams. Galvanized. 

Fits Cap. Lbs. Stock 
Frame Depth per Pair Number 

36" 2010 5758400-U 
42" 1820 5758500-U 
48" 1560 5758600-U 

Roll-In Skid Supports 
For slotted beams. Galvanized. 

Fits Cap. Lbs. Stock 
Frame Depth per Pair Number 

36" 2700 5715500-U 
42" 2260 5715600-U 
48" 1940 5715700-U 

Row Spacers 
Galvanized. Includes mounting hardware. 

Overall Lgth. Stock No. 
6" 5758900-U 
8" 5759000-U 
12" 5759100-U 
18" 5750100-U 
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Wall Spacers 
Galvanized. Includes mounting hardware to frame. 

Overall Lgth. Stock No. 
6" 5750300-U 
12" 5759300-U 

Frame Protectors 
Bolts to frame. Includes mounting hardware. 

Overall Ht. Stock No. 
12" 5759600-U 
18" 5763800-U 
24" 5773900-U 

Wire Decking 
For 1 1/a" and 1VB" step height beams. Galvanized. See page 66 for details. 

Channel 
Depth 

Overall 
WxD 

Cap. 
Lbs. 

Stock 
Number 

32 1 /.," 46x36" 3250 5755200-U 
3214" 52x36" 3250 5755300-U 
384" 46x42" 2610 5755500-U 
38V.," 52x42" 2610 5755800-U 
44'/4" 46x48" 2100 5755900-U 
44,,,,... 52x48" 2100 5756000-U 

 

Accessories 
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Flanged Skid Support 	Roll-In Skid Support 	Row Spacer 	Wall Spacer 

Ships same day for 
1-3 day delivery Ships 1-5 days 
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STEEL KING 

Boltless Pallet Racks 
• All-welded upright frames 
• Upright frame capacities from 19,040 to 36,900 lbs. 
• Three-rivet beam connection is 26% stronger than two-rivet connections 
Designed to be substantially more durable than other pallet rack. All-tubular, 
continuous-welded upright frames offer 44 times more torsional strength. Heavy 
horizontal 1x2" steel tube braces improve safety and resist damage reducing 
replacement and repair costs. Boltless 3-rivet connection. Teardro p connector 
holes allow easy secure assembly while the safety lock engages automatically for 
quick installation. Heavy 10-ga. foot pad with multiple offset anchor holes. All 
capacities meet RMI specifications. Tough powder coat finish. Made in USA. 
SELECTED MODELS IN STOCK. 
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Solid Beams. 1W step height. Two per level required. 
Beam 
LxH 

Cap. Lbs. 
per Pair 

Stock 
Number 

96x3" 3020 5715800-T 
96x3 h' 4020 5724300-T 
96x4" 5260 5705200-T 
108x4" 4240 5715900-T 

108x4V," 5440 5705900-T 
120x5'h" 7380 5716700-1 
144x6" 8000 5706500-1 

Skid Supports. For solid beams. Galvanized. 

Fits Frame 
Depth 

Cap. Lbs. 
per Pair 

Stock 
Number 

42" 1700 5707700-T 

Spacers  
Description Stock No. 

8" row spacer 5707900-T 
12" row spacer 5708500-T 
8" wall spacer 5708600-T 

Upright Frames. 19,040-36,900-Lb. capacity. 
Frame 
DxH 

Cap. 
Lbs. 

Upright 
Size 

Stock 
Number 

42x96" 19,000 1'h.x3" 5723400-1 
42x120" 19,040 1'hx3" 5704500-1 
42x144" 19,040 1 ,/,x3" 57048004 
42x144" 36,900 3x3" 57146004 
42x192" 19,040 l'hx3" 5715100-1 
42x192" 25,100 1'hx3" 57049004 
42x192" 36,900 3x3" 57050004 
42x240" 36,900 3x3" 5715200-T 

Frame Protectors 
Overall Ht. 	I 	Stock No. 

FRAME PROTECTOR. Anchors to floor. 
Mountina hardware not included. 

18" 	 I 	5707100-1 

SNAP-GUARD' FRAME PROTECTOR. Structural angle 
steel unit automatically locks into the frame. Four-rivet 

snap connection with safety lock. 
12" 5714500-T 
18" 5727900-T 
24" 5728000-T 

Accessories 
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Snap-Guard Frame 

Skid Support 	 Row Spacer 	 Wall Spacer 	 Frame Protector 	 Protector 


